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Our Mission 
CFS Inc. is a manufacturer of commercial lighting f ixtures     
powered by the Induction Lighting System; a long li fe, energy   
efficient light source that will save the customer on energy and 
maintenance. 

We offer a wide variety of new fixtures that have b een tested to 
the highest standards for all kinds of applications . We can also 
retrofit many types of existing lighting fixtures f or use with 
the  Induction Lighting System.  

CFS Inc. works one on one with our customers to ens ure the 
highest in quality and satisfaction. We offer a fiv e year warranty 
on all our products backed by our suppliers. 

About Us 

CFS, Inc has been designing and building lighting f ixtures since 
1979. We specialize in energy efficiency and long-l ife fixtures and 
controls. Our founders hold several design, constru ction and 
electronic patents. Our focus has been in retro-fit ting existing  
fixtures with modern long-life energy efficient lig ht sources.            
Specializing in Induction (electrode-less) and Fluo rescent     
lighting has enabled us to maintain an excellent re lationship with 
major lighting manufactures. CFS Inc. always design s our      
products to the manufactures specifications and has  a strict     
focus on thermo related issues. All of our products  are fully     
warranted and our designs are thoroughly tested to ensure high 
quality of light throughout the life expectancy in your application. 
We look forward to either supplying or designing re tro-fit         
upgrades for your lighting applications. 
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CFS, Incorporated has specialized in custom retro-fit applications since our inception in 
1979. 

Induction Lighting is one of the most energy efficient, high quality light sources available  
today. This is why we choose to offer custom retro-fit kits utilizing this technology in the  
majority of our custom products. As a Value Added Reseller (VAR) for Phillips Lighting 
Company, CFS Inc. works closely with Phillips engineers and support staff to ensure that 
our products will meet and exceed our customers expectations. Also as a VAR for Phillips 
Lighting Company we are very proud to offer a full 5 year warranty through Phillips Lighting 
Company. 

Our dedicated team of engineers and designers have a proven track   record of excellence 
in design. With many thousands of custom retro-fit kits in the field for as long as 7 years 
and not a single report of a field  failure. From small jobs of just a few units to large jobs 
that require     thousands of units, our team designs custom kits for your existing fixtures 
that will always: 

· Meet local and national codes- Our 25 years plus experience in the field is represented in 
each custom design. 

· Meet the manufacturers specification- CFS, Inc. designs are fully tested to meet the      
requirements of Phillips Lighting Company before it is released.  

· Meet the lighting requirements of the user- Many retro-fit manufacturers are focused on 
the energy savings only. CFS Inc. and it's team of optical engineers design our custom 
retro-fit kits to match the optics and other lighting requirements for each job.    

· Save time and money- With a 100,000 hour life and a very high efficacy Induction       
retro-fits by CFS Inc. saves maintenance fees and energy dollars. 

· Install easily and quickly- Many custom retro-fit kits can be complicated and difficult to    
install on site. CFS Inc. specializes in easy to install kits that generally require only simple 
tools and a few minutes to install. 
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· WHY: Often customers will deem it to their advantage to 

retrofit existing HID fixtures to Induction Lighting technology. 
One of the most common reasons for this customer 
preference is the financial advantage, since a typical Retrofit 
kit has an initial cost that is somewhat less than the initial cost 
of a "Factory New" complete fixture.  

· WHAT: The CFS Inc. designed Retrofit Kit for a fixture consists 
of the Induction Lighting System, which is a light vessel 
(lamp), power coupler, and a HF Generator. Additionally the 
CFS Inc. retrofit kit contains appropriate reflectors, brackets, 
screws, mounting hardware, etc. 

· Each type of Retrofit Kit is specifically designed and 
assembled for a specific fixture type that is supplied by the 
end user customer. CFS Retrofit Kits are designed to be field 
installed by the customer and are shipped complete in "Kit 
Packaging" rather than bulk. 

· HOW: The customer furnishes a fixture to CFS Inc. which is 
used for the design, luminance testing, physical testing, and 
data source. This fixture usually arrives at CFS Inc. with a 
customer P.O. authorization for two each of that particular 
Retrofit Kit. 

· When CFS Inc. has completed design, fabrication, and 
certification of the Retrofit Kit, a CFS Inc. part number is 
created and assigned to that particular Retrofit Kit. 

· CFS Inc. then returns the customer fixture to the customer 
with the initial kit installed. A second Retrofit Kit is also shipped 
to the customer accompanied by Field Installation instructions. 

· TIMING: Normal time at CFS Inc. for the Retrofit Kit 
development process is around six weeks. 

Quantity shipments of production Retrofit Kits can normally be 
expected to begin within 30 days ARO of the customer order of 
quantities of that particular Retrofit Kit. 
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Part Number 
CFS-JHL/200    CFS-JHL/A200    CFS-JHL/B200 

 
Available in lamp color temperatures 4000K, or 5000K.   

Features:                                                                                                                                                                  
CFS-JHL/200– 22” high temperature-resistant polycarbonate hood and lens. 
CFS-JHL/A200, CFS-JHL/B200– 22” aluminum reflector with anodized inner surface and UV 
stabilized acrylic lens.  
 
CFS-JHL/B200– 22” aluminum reflector with anodized inner surface and UV stabilized       
tempered glass lens. 
 
Specially designed heat sink maximizes the heat dissipation. 
 
Die cast aluminum ballast casing with white powder coated finish for corrosion-resistance. 
 
Lamps and ballasts:  
200W ball type induction lamp with high lighting efficacy at rated 
100,000hrs lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, 
constant output wattage, and safe protection. 
 
Ambient temperature for lighting fixture:  
-25C~40C. 
 
Applications:  
Warehouses, supermarkets, retail showrooms, exhibition halls, factories. 

                CFS-JHL/200                            CFS-JHL/A200                           CFS-JHL/B200     
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Part Number 
CFS-JHL/C200G    FS-JHL/C250G 

   Available in lamp color temperatures 4000K, or 5000K.   

Features: 
Die cast aluminum casing with powder coated finish for corrosion-resistance. 
 
Specially designed heat sink maximizes the heat dissipation. 
 
High purity aluminum reflector with vacuum coated inner surface. 
 
Lamps and ballasts: 
165W~250W ball type induction lamp with high lighting efficacy at rated 100,000hrs lifetime, 
about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture: 
-25C~40C. 
 
Applications: 
Warehouses, supermarkets, stadiums, airport, retail showrooms, exhibition halls, factories.. 
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Part Number 
CFS-JHL/E100R    CFS-JHL/E150R    CFS-JHL/E200R    CFS-JHL/E250R 

  
   Available in lamp color temperatures 4000K, or 5000K.   

 

Features:   
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Part Number 
CFS-JHL/F100R     CFS-JHL/F150R     CFS-JHL/F200R  

 
Available in lamp color temperatures 4000K, or 5000K.   

Features:  
Aluminum reflector with anodized inner surface. 
 
UV stabilized acrylic lens fastened with clamp band. 
 
Die cast aluminum ballast casing with white powder coated finish for corrosion-resistance.  
 
Lamps and ballasts: 
100/150/200W circular loop induction lamps with high lighting efficacy at rated 100,000hrs 
lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
CFS-JHL/F100R -0C~40C 
        
CFS-JHL/F150/200R -10C~40C  
 
Applications:  
Warehouses, supermarkets, retail showrooms, exhibition halls, factories. 
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Part Number 
CFS-JHL/G100R   CFS-JHL/G150R   CFS-JHL/G200R  

   
Available in lamp color temperatures 4000K, or 5000K.   

Features: 
 Aluminum reflector with anodized inner surface. 
 
UV stabilized acrylic lens fastened with clamp band. 
 
 Die cast aluminum ballast casing with white powder coated finish for corrosion-resistance.  
 
Lamps and ballasts:  
100/150/200W circular loop induction lamps with high lighting efficacy at rated 100,000hrs 
lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-10C~40C  
 
Applications:  
Warehouses, supermarkets, retail showrooms, exhibition halls, factories. 
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Part Number 
CFS-JHL/H100R   CFS-JHL/H150R   CFS-JHL/H200R   

  
Available in lamp color temperatures 4000K, or 5000K.   

 

Features:  
Aluminum reflector with anodized inner surface. 
 
UV stabilized tempered-glass lens fastened with clamp band. 
 
Die cast aluminum ballast casing with white powder coated finish for corrosion-resistance.  
 
Lamps and ballasts:  
100/150/200W circular loop induction lamps with high lighting efficacy at rated 100,000hrs 
lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:   
-10C~40C  
 
Applications:  
Warehouses, supermarkets, retail showrooms, exhibition halls, factories. 
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Part Number 
CFS-JHL/I100R   CFS-JHL/I150R   CFS-JHL/I200R 

    
Available in lamp color temperatures 4000K, or 5000K.   

Features:  
Aluminum reflector with anodized inner surface. 
 
UV stabilized tempered-glass lens fastened with clamp band. 
 
Die cast aluminum ballast casing with white powder coated finish for corrosion-resistance.  
 
Lamps and ballasts:  
100/150/200W circular loop induction lamps with high lighting efficacy at rated 100,000hrs 
lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:   
-10C~40C  
 
Applications:  
Warehouses, supermarkets, retail showrooms, exhibition halls, factories. 
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Part Number 
CFS-JHL/J250R   

   
Available in lamp color temperatures 4000K, or 5000K.   

 

Features: 
Strawberry shape high temperature-resistant polycarbonate cover. 
 
Die cast aluminum ballast casing with powder coated finish for corrosion-resistance. 
 
Lamps and ballasts: 
200W or 250W circular loop induction lamps with high lighting efficacy at rated 100,000hrs 
lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free,  constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture: 
-10C~40C 
 
Applications: 
Warehouses, supermarkets, retail showrooms, exhibition halls, factories. 
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Part Number 
CFS-JHL/K300R 

    
Available in lamp color temperatures 4000K, or 5000K.   

 

 
 

Features:  
32” aluminum reflector with anodized inner surface for superior lighting performance. 
 
UV stabilized acrylic lens fastened with clamp band. 
 
Die cast aluminum ballast casing with white powder coated finish for corrosion-resistance.  
 
Lamps and ballasts:   
300W circular loop induction lamps with high lighting efficacy at rated 100,000hrs lifetime, 
about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-10C~40C  
 
Applications:  
Warehouses, supermarkets, retail showrooms, exhibition halls, factories. 
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Part Number 
CFS-JHL/L400S 

    
Available in lamp color temperatures 4000K, or 5000K.   

 

Features:  
Plastic-painted aluminum reflector for heat and corrosion  resistance. 
 
Open structure for good ventilation and prolonged lifetime. 
 
Mounting: suspended by chains or poles.  
 
Lamps and ballasts:  
400W square loop induction lamps with high  lighting efficacy at rated 100,000hrs, lifetime, 
about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:   
0C~40C  
 
Applications:  
Warehouses, supermarkets, retail showrooms, exhibition halls, factories. 
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Part Number 
CFS-JRW/70R   CFS-JRW/80R   CFS-JRW/100R 

    
  Available in lamp color temperatures 4000K, or 5000K.   

 

 
Features:  
High pressure die cast aluminum alloy housing for corrosion-resistance. 
  
Anodized aluminum reflector and clear tempered glass lens are designed to optimize light    
distribution.  
 
Optional twist-lock photocell available upon request.  
 
Lamps and ballasts:  
70/80/100W circular loop induction lamps with high lighting efficacy at rated 100,000hrs    
lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~40C  
 
Applications:  
Freeway, highway, parking lots, public entrances, off street areas.  
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Part Number 
CFS-JRW/A100S     CFS-JRW/A150S  

  
  Available in lamp color temperatures 4000K, or 5000K.   

 

Features:  
High pressure die cast aluminum alloy housing for corrosion-resistance. 
  
Anodized aluminum reflector and UV stabilized polycarbonate lens are designed to optimize 
light distribution.  
 
Lamps and ballasts:  
100/150W square loop induction lamps with high lighting efficacy at rated 100,000hrs lifetime, 
about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~40C  
 
Applications:  
Freeway, highway, parking lots, public entrances, off street areas.  
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Part Number 
CFS-JRW/C55G   CFS-JRW/C40R   CFS-JRW/C70R   CFS-JRW/C80R 

Available in lamp color temperatures 4000K, or 5000K.   

Features:  
High pressure die cast aluminum alloy housing for corrosion-resistance. 
 
Anodized aluminum reflector and clear tempered glass lens are designed to optimize light     
distribution. 
 
Lamps and ballasts:  
55W Ball type or 40-80W round tubular induction lamp features high lighting efficacy, long 
lifetime, excellent color rendering, stable output. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~40C 
 
Applications:  
Freeway, highway, parking lots, public entrances, off street areas. 
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Part Number 
CFS-JRW/D100S    CFS-JRW/D150S   CFS-JRW/D200S                                                      

CFS-JRW/DA200S   CFS-JRW/DA250S 

  Available in lamp color temperatures 4000K, or 5000K.   
 

Features:  
Newest type of high wattage induction lighting fixture with novel design and beautiful contour. 
 
High-pressure die cast alloy aluminum lamp frame and strong stretched aluminum alloy upper 
casing with the surface of electrostatic painting for corrosion resistance and durable use. 
 
High purity aluminum reflector with vacuum coated inner surface. 
 
Clear tempered glass lens or polycarbonate lens available. 
Heat resistant silicone rubber sealing ring to ensure high level of IP rating. 
 
Optional photocell to maximize energy savings. 
 
Lamp and Ballast:  
100W~250W square tubular induction lamp features high lighting efficacy, long lifetime,      
excellent color rendering, stable output. 
 
Electronic ballast features high power factor (>0.95), flicker free, low loss, constant output. 
 
Applications:  
Freeway, highway, parking lots, public entrances, off-set streets. 
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Part Number 
CFS-JL/100S   CFS-JL/150S   CFS-JL/200S   CFS-JL/B250S  

   
 Available in lamp color temperatures 4000K, or 5000K.   

 

Features:  
Square profiled aluminum housing concealed with two extruded welding side covers for high 
IP rating. 
 
Anodized aluminum reflector and clear tempered glass lens are designed to optimize light    
distribution. 
 
Gas-tight silicon rubber seal made for wet locations. 
 
Mounting: suspended by poles or wall/surface mount. 
 
Lamps and ballasts:  
100/150/200/250W square loop induction lamp with high lighting efficacy at rated 100,000hrs 
lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~40C 
 
Applications:  
Tunnels, bridges, highways, airports, stadiums. 
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Part Number 
CFS-JL/A100S 

  
 Available in lamp color temperatures 4000K, or 5000K.   

 

Features:  
Square profiled aluminum housing concealed with two extruded welding side covers for high 
IP rating. 
 
Anodized aluminum reflector and clear tempered glass lens are designed to optimize light    
distribution. 
 
Gas-tight silicon rubber seal made for wet locations. 
 
Mounting: suspended by poles or wall/surface mount. 
 
DC 24V running for two hours with 50% lamp watt dimming during power off. Emergency 
lamp watts and emergency time can be varied upon request. 
 
Lamps and ballasts:  
100/150/200W square loop induction lamp with high lighting efficacy at rated 100,000hrs   
lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~40C 
 
Applications:  
Tunnels, bridges, highways, airports, stadiums. 
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Part Number 
CFS-JL/C400S 

 
 Available in lamp color temperatures 4000K, or 5000K.   

 

Features:  
Square profiled aluminum housing concealed with two extruded welding side covers for high 
IP rating. 
 
Anodized aluminum reflector and clear tempered glass lens are designed to optimize light    
distribution. 
 
Gas-tight silicon rubber seal made for wet locations. 
 
Mounting: suspended by poles or wall/surface mount. 
 
Lamps and ballasts:  
400W square loop induction lamp with high lighting efficacy at rated 100,000hrs lifetime, 
about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~40C 
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Part Number 
80 Watt- CFS-JSM/80R :100 Watt- CFS-JSM/100R 

 
Available in lamp color temperatures 4000K, or 5000K.   

 

Features:  
Die cast aluminum housing with grey/bronze/black/white powder coated finish for corrosion 
resistance. 
 
UV stabilized and heat resistant polycarbonate lens. 
 
Light weight and compact structure for easy maintenance. 
 
Lamps and ballasts:  
85W ball type or 100W circular loop induction lamps (E27 lamp base) with high lighting      
efficacy at rated 100,000hrs lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~+40C 
 
Applications:  
Parking garages, gas stations, schools, shopping malls. 
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Part Number 
CFS-JID/100S   CFS-JID/150S 

   
  Available in lamp color temperatures 4000K, or 5000K.   

 

 
Features:  
Electro-coat white paint finished iron frame for corrosion resistance. 
 
UV stabilized and heat resistant polycarbonate lens. 
 
Light weight and compact structure for easy maintenance. 
 
Customized size and mounting available upon request. 
 
Lamps and ballasts:  
100/150W circular loop induction lamps (E27 lamp base) with high lighting efficacy at rated 
100,000hrs lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
0C~40C 
 
Applications:  
Offices, gas stations, schools, shopping malls. 
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Part Number 

CFS-JID/A250S     CFS-JID/A400S 
  

  Available in lamp color temperatures 4000K, or 5000K.   

Features:  
White powder coated steel frame for corrosion resistance. 
 
Low glare, anodized aluminum parabolic louver for excellent visual  control. 
 
Mounting: suspended by poles or wall/surface mount. 
 
Lamps and ballasts:  
250/ 400W square loop induction lamps with high lighting efficacy at rated 100,000hrs        
lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
0C~40C 
 
Applications:  
Offices, corridors, gas stations, schools, shopping malls. 
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Part Number 
CFS-JSHB/200R     CFS-JSHB/250R     CFS-JSHB/A250R  

 
 Available in lamp color temperatures 4000K, or 5000K.   

 
Features:  
Square welded aluminum housing with grey/bronze/black/white powder coated finish           
corrosion resistance. 
 
Anodized aluminum reflector and clear tempered glass lens are designed to optimize light    
distribution. 
 
CFS-JSHB/200/250R – clear tempered glass lens.                                
CFS-JSHB/A250R UV stabilized and heat resistant polycarbonate lens. 
 
Lamps and ballasts:  
200/250W circular loop type induction lamp with high lighting efficacy at rated 100,000hrs 
lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~40C. 
 
Applications:  
Parking lots, plazas, tennis courts, shopping malls.  
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Part Number 
CFS-JGS/100S * CFS-JGS/150S * CFS-JGS/A100S * CFS-JGS/A150S 

      
 Available in lamp color temperatures 4000K, or 5000K.   

 

Features:  
Die cast aluminum housing with grey/ bronze/ white powder coated finish corrosion-resistance. 
 
Crystal clear tempered glass lens with beautiful contour. 
 
UV stabilized and heat resistant polycarbonate lens. 
 
Lamps and ballasts: 
100W/150W square loop induction lamp with high lighting efficacy at rated 100,000hrs       
lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~40C. 
 
Applications:  
Parking garages, gas stations, schools, shopping malls. 
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Part Number 
CFS-JFL/100S 

 
  Available in lamp color temperatures 4000K, or 5000K.   

 

Features:  
Die cast aluminum housing with black powder coated finish corrosion-resistance. 
Anodized aluminum reflector and clear tempered glass lens are designed to optimize light     
distribution. 
 
Gas-tight silicon rubber seal made for wet locations. 
 
Lamps and ballasts: 
100W square loop type induction lamp with high lighting efficacy at rated 100,000hrs lifetime, 
about 20 years burning on 4000hrs/year. 
 
 Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~40C. 
 
Applications:  
Billboards, buildings, parks, pools, parking lots, plazas, tennis courts.  
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Part Number 
CFS-JFL/A150S 

 
  Available in lamp color temperatures 4000K, or 5000K.   

Features:  
Die cast aluminum housing with black powder coated finish corrosion-resistance. 
 
Anodized aluminum reflector and clear tempered glass lens are designed to optimize light     
distribution. 
 
Gas-tight silicon rubber seal made for wet locations. 
 
Separated ballast casing for easy installation. 
 
Lamps and ballasts: 150W square loop type induction lamp with high lighting efficacy at 
rated 100,000hrs lifetime, about 20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~40C. 
 
Applications:  
Billboards, buildings, parks, pools, parking lots, plazas, tennis courts.  

��	
����

CFS INC. 
3 ADAMS STREET 
BELVIDERE, NJ 07823 

OFFICE: 908-475-8991 
FAX: 973-729-1271 

WEB SITE: 
www.cfsinc.us 

EMAIL: 
info@cfsinc.us 



�

����#����#�		5��.����#����#�		5��.����#����#�		5��.����#����#�		5��.� ���

Part Number 
CFS-JWP/100S 

 
 Available in lamp color temperatures 4000K, or 5000K.   

 

Features:  
Die cast aluminum housing with grey/bronze/black/white powder coated finish                     
corrosion-resistance. 
 
Anodized aluminum reflector and UV stabilized prismatic lens. 
 
Gas-tight silicon rubber seal made for wet locations. 
 
Lamps and ballasts:  
100W ball type induction lamp with high lighting efficacy at rated 100,000hrs lifetime, about 
20 years burning on 4000hrs/year. 
 
Electronic ballast features high power factor (>0.95), flickering free, constant output wattage, 
and safe protection. 
 
Ambient temperature for lighting fixture:  
-20C~40C. 
 
Applications:  
Plazas, parks, outlets, city halls, historic areas, shopping malls.  
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